
STANDARD FINISHES:
32/629 Bright Stainless Steel
32D/630 Satin Stainless Steel
10B/613 Oil Rubbed Bronze on Stainless Steel
19G Graphite Black
PVD4 Satin Brass PVD
CERAMIC COATING:
C19G  Ceramic Graphite Black
C19 Ceramic Flat Black
CGY Ceramic Stormy Grey
CDB  Ceramic Dark Bronze

SLIDING BARN DOOR PRIVACY LOCK Version: 2018.12

BD1000 Privacy Lock for Sliding Barn Door
Surface Jamb Mount
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Finishes

Application

• 

• 
• 
• 

Discrete screw �xing to jamb; no need to drill drywall 
or studs
Dust-proof strike installed in barn door
Lock is �eld reversible
Emergency release with key (provided) on outside of 
door

Material

Stainless Steel
Cast Alloy

• 
• 

Features

Surface mounted on jamb for quick installation
Suitable for any type of wall or jamb surface
Easy to use one-touch thumb lever

• 
• 
• 

•

• 
•  

Small, visually discrete 3-9/16" x 1-7/8" x 9/16" Lock 
Case
Standard Thumb-lever: 13/16" (order BD1022)
Also available with ADA Thumb-lever: 1-9/16" 
(order BD1023)
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Thumb-lever Options

BD1022 S 13/16" 

BD1023 ADA 1-9/16" 

MKT-INOX-BD1000-CUTSHEET
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